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Cable & Connectors 

M12 (Micro) Cordset

Face View of 
Female

Pin Color 
Code

Wire AWG 
Rating

1-Brown
2-White
3-Blue
4-Black

22 AWG
300V AC/DC

4A Max

1-Brown
2-White
3-Blue
4-Black
5-Gray

22 AWG
300V AC/DC

4A Max
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# of 
Poles Color Code Wire AWG 

Rating Length Female Straight Female
Right Angle

2
1-Not Use
2-Not Used
3-Brown
4-Blue
5-Not Used

22

300V
4A

1 M
2 M
4 M
5 M

10 M

MDC-2FP-1M
MDC-2FP-2M
MDC-2FP-4M
MDC-2FP-5M
MDC-2FP-10M

MDC-2FP-1M-R
MDC-2FP-2M-R
MDC-2FP-4M-R
MDC-2FP-5M-R
MDC-2FP-10M-R

3
1-Brown
2-Not Used
3-Blue
4-Black
5-Not Used

22

300V
4A

1 M
2 M
4 M
5 M

10 M

MDC-3FP-1M
MDC-3FP-2M
MDC-3FP-4M
MDC-3FP-5M
MDC-3FP-10M

MDC-3FP-1M-R
MDC-3FP-2M-R
MDC-3FP-4M-R
MDC-3FP-5M-R
MDC-3FP-10M-R

4
1-Brown
2-White
3-Blue
4-Black
5-Not Used

22

300V
4A

1 M
2 M
4 M
5 M

10 M

MDC-4FP-1M
MDC-4FP-2M
MDC-4FP-4M
MDC-4FP-5M
MDC-4FP-10M

MDC-4FP-1M-R
MDC-4FP-2M-R
MDC-4FP-4M-R
MDC-4FP-5M-R
MDC-4FP-10M-R

5
1-Brown
2-White
3-Blue
4-Black
5-Gray

22

300V
4A

1 M
2 M
4 M
5 M

10 M

MDC-5FP-1M
MDC-5FP-2M
MDC-5FP-4M
MDC-5FP-5M
MDC-5FP-10M

MDC-5FP-1M-R
MDC-5FP-2M-R
MDC-5FP-4M-R
MDC-5FP-5M-R
MDC-5FP-10M-R

Black and gray cables are available on some versions, please consult the factory.  For Stainless Steel versions, 
add a “-SS” suffi x (e.g. MDC-5FP-1M becomes MDC-5FP-1M-SS). Custom lengths are also available, please 
consult the factory.

Specifi cations:
Body:   Oil Resistant Yellow PVC
Insulator: Polyamide
Contacts: Copper Alloy with Gold Plating
Coupling Nut: Nickel Plated Brass
Cable:  Oil Resistant Yellow PVC Jacket,
  Rated at 300V, 105ºC, Non-Wicking,
  Non-Hygroscopic, UL Style 2661 or 2517
Conductors: 22 AWG, PVC Insulated
O-Ring:  BUNA-N
Temperature: -40ºC to +105ºC (-40ºF to +221ºF)
Protection:  IP 67
Approvals: U.S.: UL Recognized
  Canada: C-UL Recognized

Micro-DC Series (M12) Cordsets
PVC Cable  22 AWG 300V Female Plugs
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General Specifications

Technical Drawing

 Order Numbers - 4 Pin 

4 Pin & 5 Pin Color Code 

4 Pin 

5 Pin 

Body: Oil resistant PVC

Insulator: Polyamide

Contacts: Copper alloy with gold plating

Coupling Nut: Nickel plated brass

Cable: Oil resistant PVC jacket,
Rated at 300V, 105ºC, non-wicking,
Non-Hygroscopic, UL Style 2661 or 2517

Conductors: 22 AWG, PVC Insulated

O-Ring: Buna N

Temperature: -40ºC to +105ºC (-40ºF to +221ºF) 

Protection: IP 67

Approvals: U.S.: UL Recognized
Canada: C-UL Recognized

Config. #* Order Number Cable Length Wire Gauge & Rating Description

/A 239535-1M-R 3.28 Feet (1 meter)

22 AWG, 300V 4A
4 Pin M12 Female Right Angle 
Plug Molded Cable

/B 239535-2M-R 6.56 Feet (2 meter)

/E 239535-5M-R 16.40 Feet (5 meters)

/F 239535-10M-R 32.81 Feet (10 meter)

/G 239535-1M 3.28 Feet (1 meter)

22 AWG, 300V 4A
4 Pin M12 Female Straight 
Plug Molded Cable

/H 239535-2M 6.56 Feet (2 meter)

/K 239535-5M 16.40 Feet (5 meters)

/L 239535-10M 32.81 Feet (10 meter)

1.4 35

1.2 32

.2 5

" L " LENGTH

M12 X 1

YELLOW PVC JACKET

VENDOR ITEM DRAWING

MENCOM FEMALE RIGHT ANGLE CABLE SHOWN

"Copyright @ 2013, Barksdale Inc., All Rights Reserved"

7.  PART NUMBER MUST BE IDENTIFIED  WITH DASH NUMBER  FOR PROPER LENGTH
          (IN METERS). USE SUPPLIER PART NUMBER ACCORDINGLY TO CABLE LENGTH

  6.     CABLE MATERIAL: FOUR CONDUCTORS #22 AWG WITH PVC JACKET RATED
          AT 250VAC/DC, 4 AMPS MAX. JACKET COLOR TO BE YELLOW FOR MENCOM CORP
          AND GRAY FOR AUTOMATION DIRECT

  5.     TEMPERATURE RATING: -25  C TO 70 C (-13 F TO158 F)

  4.     IP RATING 67

  3.     OVERALL DIMENSIONS MIGHT VARY SLIGHTLY WITH DIFFERENT
          SUPPLIERS

  2.     PRIMARY SUGGESTED VENDOR : MENCOM CORPORATION
          5750 MCEVER ROAD, OAKWOOD GEORGIA 30566
          PHONE: 770-534-4585

  1.     SECONDARY SUGGESTED VENDOR:  AUTOMATION DIRECT
          PHONE: 1-800-633-0405
          WWW.AUTOMATIONDIRECT.COM, OR ANY OTHER EQUIVALENT
          SOURCE. 
          
NOTES:

MENCOM FEMALE STRAIGHT CABLE SHOWN

PIN # COLOR
1 BROWN
2 WHITE
3 BLUE
4 BLACK

CODE " L " LENGTH BARKSDALE P/N 7 MENCOM P/N AUTOMATION DIRECT P/N

A 1 METER - RIGHT ANGLE 239535-1M-R MDC-4FP-1M-R N/A
B 2 METERS - RIGHT ANGLE 239535-2M-R MDC-4FP-2M-R CD12L-0B-020-C0
C 3 METERS - RIGHT ANGLE 239535-3M-R MDC-4FP-3M-R N/A
D 4 METERS - RIGHT ANGLE 239535-4M-R MDC-4FP-4M-R N/A
E 5 METERS - RIGHT ANGLE 239535-5M-R MDC-4FP-5M-R N/A
F 10 METERS - RIGHT ANGLE 239535-10M-R MDC-4FP-10M-R N/A
G 1 METER - STRAIGHT 239535-1M MDC-4FP-1M N/A
H 2 METERS - STRAIGHT 239535-2M MDC-4FP-2M N/A
I 3 METERS - STRAIGHT 239535-3M MDC-4FP-3M N/A
J 4 METERS - STRAIGHT 239535-4M MDC-4FP-4M N/A
K 5 METERS - STRAIGHT 239535-5M MDC-4FP-5M N/A
L 10 METERS - STRAIGHT 239535-10M MDC-4FP-10M N/A

DIMENSIONS IN BOXES
 ARE IN MILLIMETERS

REV. DATE

SCALEWEIGHT

NEXT ASSEMBLY

DWG. REV.

DRAWN                               DATE

CHECKED                           DATE

APPROVED                        DATE

#

B

DIST.

GmbH

REFERENCE DPM

UNLESS OTHERWISE
   SPECIFIED

FRACTIONAL         ±1/16
DECIMAL                ±.010
ANGULAR              ± 5°

DIMENSIONAL TOLERANCES
PCO

J.E 03-21-13

SHEET   1 OF            1

2:1

00008413 A 03-21-13

CLos Angeles, CA 90058-0843
Ph: 323-589-6181  Fax:  323-583-6252

        

        

        

        

 

 

 

        

        

        

www.barksdale.com 239535

CABLE, M12X1, 4 PIN MOLDED- 
STRAIGHT OR RIGHT ANGLE

A. CHING 03-21-13
B00008457 04-11-13

Female right angle cable Female straight cable

1.4 35

1.2 32

.2 5

" L " LENGTH

M12 X 1

YELLOW PVC JACKET

VENDOR ITEM DRAWING

MENCOM FEMALE RIGHT ANGLE CABLE SHOWN

"Copyright @ 2013, Barksdale Inc., All Rights Reserved"

7.  PART NUMBER MUST BE IDENTIFIED  WITH DASH NUMBER  FOR PROPER LENGTH
          (IN METERS). USE SUPPLIER PART NUMBER ACCORDINGLY TO CABLE LENGTH

  6.     CABLE MATERIAL: FOUR CONDUCTORS #22 AWG WITH PVC JACKET RATED
          AT 250VAC/DC, 4 AMPS MAX. JACKET COLOR TO BE YELLOW FOR MENCOM CORP
          AND GRAY FOR AUTOMATION DIRECT

  5.     TEMPERATURE RATING: -25  C TO 70 C (-13 F TO158 F)

  4.     IP RATING 67

  3.     OVERALL DIMENSIONS MIGHT VARY SLIGHTLY WITH DIFFERENT
          SUPPLIERS

  2.     PRIMARY SUGGESTED VENDOR : MENCOM CORPORATION
          5750 MCEVER ROAD, OAKWOOD GEORGIA 30566
          PHONE: 770-534-4585

  1.     SECONDARY SUGGESTED VENDOR:  AUTOMATION DIRECT
          PHONE: 1-800-633-0405
          WWW.AUTOMATIONDIRECT.COM, OR ANY OTHER EQUIVALENT
          SOURCE. 
          
NOTES:

MENCOM FEMALE STRAIGHT CABLE SHOWN

PIN # COLOR
1 BROWN
2 WHITE
3 BLUE
4 BLACK

CODE " L " LENGTH BARKSDALE P/N 7 MENCOM P/N AUTOMATION DIRECT P/N

A 1 METER - RIGHT ANGLE 239535-1M-R MDC-4FP-1M-R N/A
B 2 METERS - RIGHT ANGLE 239535-2M-R MDC-4FP-2M-R CD12L-0B-020-C0
C 3 METERS - RIGHT ANGLE 239535-3M-R MDC-4FP-3M-R N/A
D 4 METERS - RIGHT ANGLE 239535-4M-R MDC-4FP-4M-R N/A
E 5 METERS - RIGHT ANGLE 239535-5M-R MDC-4FP-5M-R N/A
F 10 METERS - RIGHT ANGLE 239535-10M-R MDC-4FP-10M-R N/A
G 1 METER - STRAIGHT 239535-1M MDC-4FP-1M N/A
H 2 METERS - STRAIGHT 239535-2M MDC-4FP-2M N/A
I 3 METERS - STRAIGHT 239535-3M MDC-4FP-3M N/A
J 4 METERS - STRAIGHT 239535-4M MDC-4FP-4M N/A
K 5 METERS - STRAIGHT 239535-5M MDC-4FP-5M N/A
L 10 METERS - STRAIGHT 239535-10M MDC-4FP-10M N/A

DIMENSIONS IN BOXES
 ARE IN MILLIMETERS

REV. DATE

SCALEWEIGHT

NEXT ASSEMBLY

DWG. REV.

DRAWN                               DATE

CHECKED                           DATE

APPROVED                        DATE

#

B

DIST.

GmbH

REFERENCE DPM

UNLESS OTHERWISE
   SPECIFIED

FRACTIONAL         ±1/16
DECIMAL                ±.010
ANGULAR              ± 5°

DIMENSIONAL TOLERANCES
PCO

J.E 03-21-13

SHEET   1 OF            1

2:1

00008413 A 03-21-13

CLos Angeles, CA 90058-0843
Ph: 323-589-6181  Fax:  323-583-6252

        

        

        

        

 

 

 

        

        

        

www.barksdale.com 239535

CABLE, M12X1, 4 PIN MOLDED- 
STRAIGHT OR RIGHT ANGLE

A. CHING 03-21-13
B00008457 04-11-13

Dimensions in inches [mm]

*Datasheet accessory option code in product configurator
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Face View
of Female

# of 
Poles Color Code Wire AWG 

Rating Length Female Straight Female
Right Angle

2
1-Not Use
2-Not Used
3-Brown
4-Blue
5-Not Used

22

300V
4A

1 M
2 M
4 M
5 M

10 M

MDC-2FP-1M
MDC-2FP-2M
MDC-2FP-4M
MDC-2FP-5M
MDC-2FP-10M

MDC-2FP-1M-R
MDC-2FP-2M-R
MDC-2FP-4M-R
MDC-2FP-5M-R
MDC-2FP-10M-R

3
1-Brown
2-Not Used
3-Blue
4-Black
5-Not Used

22

300V
4A

1 M
2 M
4 M
5 M

10 M

MDC-3FP-1M
MDC-3FP-2M
MDC-3FP-4M
MDC-3FP-5M
MDC-3FP-10M

MDC-3FP-1M-R
MDC-3FP-2M-R
MDC-3FP-4M-R
MDC-3FP-5M-R
MDC-3FP-10M-R

4
1-Brown
2-White
3-Blue
4-Black
5-Not Used

22

300V
4A

1 M
2 M
4 M
5 M

10 M

MDC-4FP-1M
MDC-4FP-2M
MDC-4FP-4M
MDC-4FP-5M
MDC-4FP-10M

MDC-4FP-1M-R
MDC-4FP-2M-R
MDC-4FP-4M-R
MDC-4FP-5M-R
MDC-4FP-10M-R

5
1-Brown
2-White
3-Blue
4-Black
5-Gray

22

300V
4A

1 M
2 M
4 M
5 M

10 M

MDC-5FP-1M
MDC-5FP-2M
MDC-5FP-4M
MDC-5FP-5M
MDC-5FP-10M

MDC-5FP-1M-R
MDC-5FP-2M-R
MDC-5FP-4M-R
MDC-5FP-5M-R
MDC-5FP-10M-R

Black and gray cables are available on some versions, please consult the factory.  For Stainless Steel versions, 
add a “-SS” suffi x (e.g. MDC-5FP-1M becomes MDC-5FP-1M-SS). Custom lengths are also available, please 
consult the factory.

Specifi cations:
Body:   Oil Resistant Yellow PVC
Insulator: Polyamide
Contacts: Copper Alloy with Gold Plating
Coupling Nut: Nickel Plated Brass
Cable:  Oil Resistant Yellow PVC Jacket,
  Rated at 300V, 105ºC, Non-Wicking,
  Non-Hygroscopic, UL Style 2661 or 2517
Conductors: 22 AWG, PVC Insulated
O-Ring:  BUNA-N
Temperature: -40ºC to +105ºC (-40ºF to +221ºF)
Protection:  IP 67
Approvals: U.S.: UL Recognized
  Canada: C-UL Recognized

Micro-DC Series (M12) Cordsets
PVC Cable  22 AWG 300V Female Plugs
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Cable & Connectors  

*Datasheet accessory option code in product configurator

M12 (Micro) Cordset Continued

Order Numbers - 5 Pin (for BPS3000 only) 

Order Numbers - 5 Pin Shielded (for BPS3000 only) 

Config. #* Order Number Cable Length Wire Gauge & Rating Description

/AS 239535-1M-R-S 3.28 Feet (1 meter)

22 AWG, 300V 4A
4 Pin M12 Female Right Angle 
Plug Molded Cable, Shielded

/ES 239535-5M-R-S 16.40 Feet (5 meters)

/FS 239535-10M-R-S 32.81 Feet (10 meter)

/GS 239535-1M-S 3.28 Feet (1 meter)

22 AWG, 300V 4A
4 Pin M12 Female Right Angle 
Plug Molded Cable, Shielded

/KS 239535-5M-S 16.40 Feet (5 meters)

/LS 239535-10M-S 32.81 Feet (10 meter)

Order Number Cable Length Wire Gauge & Rating Description

239546-1M-R 3.28 Feet (1 meter)
22 AWG, 300V 4A

5 Pin M12 Female Right 
Angle Plug Molded Cable239546-5M-R 16.40 Feet (5 meters)

239546-1M 3.28 Feet (1 meter)
22 AWG, 300V 4A

5 Pin M12, Female Straight 
Plug Molded Cable239546-5M 16.40 Feet (5 meters)

Order Numbers - 4 Pin Shielded

Order Number Cable Length Wire Gauge & Rating Description

239546-1M-R-S 3.28 Feet (1 meter)

22 AWG, 300V 4A
5 Pin M12 Female Right Angle 
Molded Cable, Shielded

239546-5M-R-S 16.40 Feet (5 meters)

239546-10M-R-S 32.81 Feet (10 meters)

239546-1M-S 3.28 Feet (1 meter)

22 AWG, 300V 4A
5 Pin M12, Female Straight 
Plug Molded Cable, Shielded,

239546-5M-S 16.40 Feet (5 meters)

239546-10M-S 32.81 Feet (10 meters)
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Cable & Connectors 

M12 Field Wireable Plugs
General Specifications

Body: Black polyamide

Insulator: Black polyamide

Contacts: Copper alloy with gold plating

Coupling Nut: Nickel plated Brass

Seal: NBR

Temperature: -25ºC to +85ºC (-13ºF to +185ºF)

Protection: IP67

Approvals: U.S.: UL Recognized 
Canada: C-UL Recognized

Face View
# of 

Poles Wire AWG Rating

4
18-24
250V
4A

5
18-24 
250V 
4A

H-21
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Face View
of Male

# of 
Poles

Wire AWG 
Rating PG Size Cable Range Female Straight Male Straight

4
18-24

250V
4A

PG 11
PG 11*
PG 11*
PG 11*
PG 11*

5.0 - 10 mm
4.5 - 5.5 mm x 2
4.0 - 5.0 mm x 2
3.5 - 4.5 mm x 2
2.5 - 3.5 mm x 2

MDC-4FP-FW11-SS
MDC-4FP-FW11-2x5-SS
MDC-4FP-FW11-2x4.5-SS
MDC-4FP-FW11-2x4-SS
MDC-4FP-FW11-2x3-SS

MDC-4MP-FW11-SS
MDC-4MP-FW11-2x5-SS
MDC-4MP-FW11-2x4.5-SS
MDC-4MP-FW11-2x4-SS
MDC-4MP-FW11-2x3-SS

5
18-24

50V
4A

PG 11
PG 11*
PG 11*
PG 11*
PG 11*

5.0 - 10 mm
4.5 - 5.5 mm x 2
4.0 - 5.0 mm x 2
3.5 - 4.5 mm x 2
2.5 - 3.5 mm x 2

MDC-5FP-FW11-SS
MDC-5FP-FW11-2x5-SS
MDC-5FP-FW11-2x4.5-SS
MDC-5FP-FW11-2x4-SS
MDC-5FP-FW11-2x3-SS

MDC-5MP-FW11-SS
MDC-5MP-FW11-2x5-SS
MDC-5MP-FW11-2x4.5-SS
MDC-5MP-FW11-2x4-SS
MDC-5MP-FW11-2x3-SS

PG 11 Male StraightPG 11 Female Straight

These connectors are easily wired by inserting the individual wires into the screw terminal contacts.  The connectors 
are water tight to IP 67 and are fully mate-able with other “Micro DC” style connectors.  Other multi-hole grommets are 
available for the PG11 version, please consult the factory for part number and availability.

* These part numbers have a two hole grommet that allows two different cables to be installed into one fi eld wireable 
connector.

Specifi cations:
Body:   Black Polyamide
Insulator: Black Polyamide
Contacts: Copper Alloy with Gold Plating
Coupling Nut: Stainless Steel
Seal:  NBR
Temperature: -25ºC to +85ºC (-13ºF to +185ºF)
Protection: IP67 - Single opening grommet
  IP65 - Two hole grommet
Approvals: U.S.: UL Pending
  Canada: C-UL Pending

1

2

3

4

1

2

3

4

5

Micro-DC Series (M12) Field Wireable Plugs
PG 11 Threads Stainless Steel 18-24 AWG

2.7
69

.9
22

2.6
66

.9
22
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Face View
of Male

# of 
Poles

Wire AWG 
Rating PG Size Cable Range Female Straight Male Straight

4
18-24

250V
4A

PG 11
PG 11*
PG 11*
PG 11*
PG 11*

5.0 - 10 mm
4.5 - 5.5 mm x 2
4.0 - 5.0 mm x 2
3.5 - 4.5 mm x 2
2.5 - 3.5 mm x 2

MDC-4FP-FW11-SS
MDC-4FP-FW11-2x5-SS
MDC-4FP-FW11-2x4.5-SS
MDC-4FP-FW11-2x4-SS
MDC-4FP-FW11-2x3-SS

MDC-4MP-FW11-SS
MDC-4MP-FW11-2x5-SS
MDC-4MP-FW11-2x4.5-SS
MDC-4MP-FW11-2x4-SS
MDC-4MP-FW11-2x3-SS

5
18-24

50V
4A

PG 11
PG 11*
PG 11*
PG 11*
PG 11*

5.0 - 10 mm
4.5 - 5.5 mm x 2
4.0 - 5.0 mm x 2
3.5 - 4.5 mm x 2
2.5 - 3.5 mm x 2

MDC-5FP-FW11-SS
MDC-5FP-FW11-2x5-SS
MDC-5FP-FW11-2x4.5-SS
MDC-5FP-FW11-2x4-SS
MDC-5FP-FW11-2x3-SS

MDC-5MP-FW11-SS
MDC-5MP-FW11-2x5-SS
MDC-5MP-FW11-2x4.5-SS
MDC-5MP-FW11-2x4-SS
MDC-5MP-FW11-2x3-SS

PG 11 Male StraightPG 11 Female Straight

These connectors are easily wired by inserting the individual wires into the screw terminal contacts.  The connectors 
are water tight to IP 67 and are fully mate-able with other “Micro DC” style connectors.  Other multi-hole grommets are 
available for the PG11 version, please consult the factory for part number and availability.

* These part numbers have a two hole grommet that allows two different cables to be installed into one fi eld wireable 
connector.

Specifi cations:
Body:   Black Polyamide
Insulator: Black Polyamide
Contacts: Copper Alloy with Gold Plating
Coupling Nut: Stainless Steel
Seal:  NBR
Temperature: -25ºC to +85ºC (-13ºF to +185ºF)
Protection: IP67 - Single opening grommet
  IP65 - Two hole grommet
Approvals: U.S.: UL Pending
  Canada: C-UL Pending
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Micro-DC Series (M12) Field Wireable Plugs
PG 11 Threads Stainless Steel 18-24 AWG

2.7
69

.9
22

2.6
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.9
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Technical Drawing

Dimensions in inches [mm]
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FEMALE RIGHT ANGLE

CODE BARKSDALE P/N MENCOM P/N

13 239548-S MDC-5FP-FW09

14 239548-R MDC-5FP-FW09-R

   SPECIFIED

FRACTIONAL         ±1/16

ALos Angeles, CA 90058-0843
 ARE IN MILLIMETERS

REV. DATE

SCALEWEIGHT

NEXT ASSEMBLY

DWG. REV.

DRAWN                               DATE

CHECKED                           DATE

APPROVED                        DATE

#

B

DIST.

GmbH

REFERENCE DPM

UNLESS OTHERWISE -------

www.barksdale.com 239548ANGULAR              ± 5°

DIMENSIONAL TOLERANCES
PCO

JE 04-10-14

SHEET   1 OF            1

1:1

00008874 A 12-08-13

DIMENSIONS IN BOXES

DECIMAL                ±.010

Ph: 323-589-6181  Fax:  323-583-6252

11.   APPROVAL:  - US: UL RECOGNIZED ;  
                              - CANADA:  C-UL RECONGNIZED

10.   PG  THREAD SIZE:  PG 9

9.    CABLE RANGE: 4-8 MM

8.    WIRE RATING: 18-24 AWG, 250V, 4A

7.   OPERATING TEMPERATURE RANGE: -13  F TO + 185  F
       (-25 C TO +85 C)

6.   CONTACTS: COPPER ALLOW WITH GOLD PLATING

5.   BODY/INSULATOR: BLACK POLYAMIDE

4.   SEAL:   NBR

3.   PROTECTION: IP 67

2.   USE APPROPRIATE MEMCOM NUMBERS SHOWN ON
      TABLE TO ORDER PART

1.   VENDOR: MENCOM CORPORATION, 5750 MCEVER 
      ROAD, OAKWOOD, GEORGIA 30566
      PHONE: 770-544-4585

NOTES:

4 Pin and 5 Pin M12 Female Straight 

5 Pin Female Right Angle 
FEMALE STRAIGHT

PIN CALL-OUTS

 ,M12 STRAIGHT OR FEMALE, 

VENDOR ITEM DRAWING
CONNECTOR - MATING

5 POSITIONS 
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FEMALE RIGHT ANGLE

CODE BARKSDALE P/N MENCOM P/N

13 239548-S MDC-5FP-FW09

14 239548-R MDC-5FP-FW09-R

   SPECIFIED

FRACTIONAL         ±1/16

ALos Angeles, CA 90058-0843
 ARE IN MILLIMETERS

REV. DATE

SCALEWEIGHT

NEXT ASSEMBLY
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11.   APPROVAL:  - US: UL RECOGNIZED ;  
                              - CANADA:  C-UL RECONGNIZED

10.   PG  THREAD SIZE:  PG 9

9.    CABLE RANGE: 4-8 MM

8.    WIRE RATING: 18-24 AWG, 250V, 4A

7.   OPERATING TEMPERATURE RANGE: -13  F TO + 185  F
       (-25 C TO +85 C)

6.   CONTACTS: COPPER ALLOW WITH GOLD PLATING

5.   BODY/INSULATOR: BLACK POLYAMIDE

4.   SEAL:   NBR

3.   PROTECTION: IP 67

2.   USE APPROPRIATE MEMCOM NUMBERS SHOWN ON
      TABLE TO ORDER PART

1.   VENDOR: MENCOM CORPORATION, 5750 MCEVER 
      ROAD, OAKWOOD, GEORGIA 30566
      PHONE: 770-544-4585

NOTES:

Config. #* Order Number Description

/M 239537 4 Pin M12 Female Straight Connector

/P 239236 4 Pin M12 Female Right Angle Connector

239548-S 5 Pin M12 Female Straight Connector

239548-R 5 Pin M12 Female Right Angle Connector

 Order Numbers

*Datasheet accessory option code in product configurator 

4 Pin Female Right Angle 
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www.barksdale.com 239536

  9.   SCREW: STEEL ZINC PLATE

  8.   GASKET: THERMOPLASTIC 

  7.   OPERATING TEMPERATURE RANGE: -40  F TO + 176  F
       (-40 C TO +80 C)

  6.   CONTACTS: COPPER ALLOW WITH SILVER PLATING

  5.   BODY: BLACK POLYAMIDE

  4.   CABLE: BLACK PVC,4X18AWG, O.D: .27 INCH

  3.   PROTECTION: IP 65

2. PART NUMBER MUST BE IDENTIFIED WITH DASH NUMBER
         FOR PROPER LENGTH(IN METERS). USE SUPPLIER PART
         NUMBER ACCORDINGLY TO CABLE LENGTH

  1.    VENDOR: MENCOM CORPORATION, 5750 MCEVER 
         ROAD, OAKWOOD, GEORGIA 30566
         PHONE: 770-544-4585
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www.barksdale.com 239536

  9.   SCREW: STEEL ZINC PLATE

  8.   GASKET: THERMOPLASTIC 

  7.   OPERATING TEMPERATURE RANGE: -40  F TO + 176  F
       (-40 C TO +80 C)

  6.   CONTACTS: COPPER ALLOW WITH SILVER PLATING

  5.   BODY: BLACK POLYAMIDE

  4.   CABLE: BLACK PVC,4X18AWG, O.D: .27 INCH

  3.   PROTECTION: IP 65

2. PART NUMBER MUST BE IDENTIFIED WITH DASH NUMBER
         FOR PROPER LENGTH(IN METERS). USE SUPPLIER PART
         NUMBER ACCORDINGLY TO CABLE LENGTH

  1.    VENDOR: MENCOM CORPORATION, 5750 MCEVER 
         ROAD, OAKWOOD, GEORGIA 30566
         PHONE: 770-544-4585

NOTES:

Dimensions in mm

4

Config. #* Order Number Description Cable Length Wire Gauge & Rating

/N 239536-2M-R DIN 43650 Type A Connector with Molded Cable 6.56 feet (2 meters) 18 AWG, 250VAC/DC

/O 239536-5M-R DIN 43650 Type A Connector with Molded Cable 16.40 feet (5 meters) 18 AWG, 250VAC/DC

/R 239536-10M-R DIN 43650 Type A Connector with Molded Cable 32.81 feet (10 meters) 18 AWG, 250VAC/DC

/Q 43904 DIN 43650 Type A Connector Only

 Order Numbers

*Datasheet accessory option code in product configurator 

DIN Connector Cordset
General Specifications

Body: Black polyamide

Contacts: Copper alloy with silver plating

Gasket: Thermoplastic

Screw: Steel zinc plate

Cable: Black PVC

3 Pole: 4x18 AWG; Cable O.D.: 0.26”

Temperature: -40ºC to 80ºC (-40ºF to +176ºF) 

Protection: IP 65

Valve Pin #
Color Code

3+ Ground

1 Brown

2 Gray

3 Black

Ground Green/Yellow

See Barksdale’s Standard Conditions of Sale • Specifications are subject to modification at any time • Bulletin #S0115-B • 08/14 • ©2014 • Printed in the  U.S.A.

3211 Fruitland Avenue • Los Angeles, CA 90058 • % 800-835-1060 • Fax: 323-589-3463 • www.barksdale.com

Cable & Connectors  

5 Pin Female Right Angle 


